LISYS

Intelligent Full Color RGBW LED Driver (Constant Voltage)

¢ Small size and light weight. The housing is made from V0 flame
retardant PC materials that SAMSUNG/COVESTRO uses.
* The clamshell design and screwless type for strain-relief. The

RDM
design of dismountable end cap allows you to adjust the length :» @
DMX

of housing depending on your needs.
« Dimming from 0~100%, down to 0.1%.
« Dimming interface: DMX512/RDM, DALI-2 DT8, Push.

DMX/RDM

LM-150-24-G4K3 DALI/PUSH

Flicker-free
IEEE 1789 -

Achieve the high frequency semption evet  0~100% dimming range

« Energy-efficient driver: Effeciency 93%, PF>0.98, THD<6%.

« Comply with the EU’s ErP Directive, stand-by power
consumption<0.5W.

« The secure and reliable design for signal isolation.

Dimmable
o [N

1:1000 RGBW color light adjustment

1s15885
* Innovative thermal management technology intelligently protects @
C€ RoHS SELV ErP @ 6 8 W (8

the life of the LED driver.

« Overheat, overvoltage, overload, short circuit protection and

automatic recovery.
« Up to 50,000-hour life time.

« 5-year warranty (Rubycon capacitor).

Technical Specs
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Model LM-150-24-G4K3

Output Type Constant Voltage
Dimming Interface DMX512/RDM, DALI-2 DT8, Push(lt can be customized to DALI-2 DTé via OEM)

Features Output Feature Isolation
Protection Grade 1P20
Insulation Grade Class Il (Suitable for class I/ 11 /Il light fixtures)
Output Voltage 24Vdc
Output Voltage Range 24Vde £ 0.5Vdc
Output Current Max. 6.25A (1.56Ax4CH)
Output Power Max. 150W

OUTPUT Output Power Range Uf‘\SDW :
Strobe Level High frequency exemption level
Dimming Range 0~100%, down to 0.1%
Overload Power Limitation >102%
Ripple Switch ripple<150mV, noise<300mV
PWM Frequency 3600Hz
DC Voltage Range 200-280Vdc
AC Voltage Range 198-264Vac
Rated Voltage 220-240Vac
Frequency 50/60Hz
Input Current <0.75A/230Vac

INPUT Power Factor PF>0.98/230Vac (at full load)

THD

THD<6%(@230Vac (at full load)

Efficiency (typ.) 93%

Standby power consumption <0.5W

Inrush Current Cold start 45A@230Vac (Test twidth=840us tested under 50% Ipeak)
Anti Surge L-N: 2KV

Leakage Current Max. 0.5mA

Working Temperature

ta: -20 ~ 50°C tc: 85°C

Working Humidity

20 ~ 95%RH, non-condensing

ENVIRONMENT Storage Temperature/Humidity

-40 ~ 80°C, 10~95%RH

Temperature Coefficient

+0.03%/°C (0-50°C)

Vibration

10~500Hz, 2G 12min/1cycle, 72 min for X, Y and Z axes respectively

Overheat Protection

Intelligently adjust or turn off the output current if the PCB temperature 2110°C, and recover automatically

Overload Protection

Shut down the output when current load2102%, and recover automatically

Dimensions

PROTECTION — -
Short Circuit Protection Enter hiccup mode if short circuit occurs, and recover automatically
Overvoltage Protection Shut down the output when non-load voltage>28V, and recover automatically
Withstand Voltage I/P-0/P: 3750Vac
Isolation Resistance I/P-0/P: 100MQ/500VDC/25°C/70%RH
SAFETY Safety Standards cccC China GB19510.1, GB19510.14
& CE European Union EN61347-1, EN61347-2-13
CcCcC Chi GB/T17743,GB17625.1
EMC EMC Emission fna - !
CE European Union EN55015, EN61000-3-2, EN61000-3-3, EN61547
EMC Immunity EN61000-4-2,3,4,5,6,8,11, EN61547
Strobe Test Standard IEEE 1789
Gross weight(G.W 4309+10
OTHERS ght(G.W) 9=

352x43x30mm(LxWxH)

The driver is suitable for connecting resistor current-limiting LED fixture (e.g. LED strip). The inrush current will be dozens of times increased if connecting built-in constant current IC current-limiting LED fixtures, the driver will activate the
overloaded protection (hiccups flickering). When you order, please remark controlling the constant current LED fixture (e.g. MR16 lamp, underground light, LED wall washer, constant current LED strip, etc.), so that we can prepare them with

special procedures.
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Wiring Diagram
DMX/RDM Connection
—_— LED-W RGBW
LED-B
[N ] 5« ~xsomm «zsemn 5 O [EES - -
\ gies = 0 R - e
DA/N [|—n LED+
DA/L <L pusHw I3
[RGB - pusrco sbd
Wire diameter: 0.75-1.5° (20-16AWG) oND — [[" e diameter: 1.0-1.5° (22-16AWG)
. DMX- .
Strip length: 8-9mm DMX+ Strip length: 5-6mm
m 0~100% dimming range
I W RGBW color light adjustment
ALI Connection
[
— LED-W RGBW
o LED-B ’E‘ ’E‘
w [LED-G 4 0
L ¥ [LEDR
| DALI | DA/N }—n LED+
DA/L =L pusHw I3 F’
RGB [ pusHRGB E G;D:;l;]
[ 0~100% dimming range
I Wl RGBW color light adjustment
Push W/RGB Connection
[
— LED-W | RGBW
N = +esom 50 [LEDB = -
L x <oist a4 [LED-G it} L g
LED-R
N DAN }—n [CED+ | 1l
'-:" _,— DA/L <t pusHw > E =
Pushw L —>a | [RGB = rustrce 3 sooor
m

1
PushROB L — *a |

| 0~100% dimming range

I W RGBW color light adjustment o .
* Push W/RGB is invalid under DC voltage input.

* Dimming interface priority: DMX512/RDM first, DALI-2 DT8, Push W/RGB next.
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Push W/RGB

Push W:

By pressing the button, the brightness of W and RGB light can be adjusted. You can adjust either W brightness or RGB brightness only. Toggle between W and
RGB brightness adjustment by a double press on the button.

W brightness adjustment: Short press to turn on/off, long press to adjust W brightness (RGB brightness and color remain unchanged at this moment).

RGB brightness adjustment: Short press to turn on/off, long press to adjust RGB brightness (W brightness remains unchanged at this moment).

Push RGB:
Short press to adjust to the full brightness of RGB color and RGB light, long press to change RGB color.

Reset switch

Protective Housing Application Diagram

Tension plate Remove the protective housing

1. Pry up the protecting housing 2. Connect to electrical wires 3. Press down the tension plate to Pull the housing left and right from the bottom to remove it.
in the side plate position with a  with a screwdriver as wiring  fix the the electrical wires, then

tool. diagram shows. close the protective housing.

DMX Address Settings

The DMX driver can work with a DMX address programmer that follows the standard RDM protocol.
It is recommended to use LTECH RDM Programmer (Model: WiFi-RDMO01), which allows remote browsing, parameter setting, checking output power and modifying the current value.

\\
} DMX signal

Oee &
2 &
5-24Vdc Input voltage = ¢ - &
. . WiFi-RDM01
(Support portable power supplies) & &
& & (
L N
941 AM
RGBW .
= Devices
S ¢ oo ‘ SINO. AddH  Crameld D4 progam
- 5 625BBIROFA £
"
S P s omsssssiona £
1 62058B5UBFA £
5 osBESIEFA £
n: V2000100
P14
oroducer: LTECH
S RGBW
W
(" z B =
£ it
"
DAL <t rusw
RGB <t pustics

% The default of DMX address of the LED driveris 1.
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Mobile App Interface for the RDM Programmer

Download the App with your mobile phone and connect the RDM Programmer successfully, then you are allowed to set parameters through the APP. Please refer to the WiFi-RDM01 manual for
more details.

a. At the homepage, click "Add"” of the device you are going to operate to edit the address,as shown below in the interface.
b. Click “ID" to get more details for devices.
c. Click "No" to issue an recognizing command.

d. Click " {83 " in the upper left corner to access the settings which allows you to test, edit DMX addresses, set WiFi for devices and upgrade firmware.

941 AM $ 10
941 AM 3 100%(mm 941 AM DMX address: Unicast
DeViCeS Test Choose the sorted models firstly, then modify SrLNO and click OK
W b ceat 0 Progiam # # # # < #18 > °
. | 5 4205BB9BOFA £ ’ : - .
# # # #y
2 s cooseessiora £ . o= ‘ #1 #2 #3 #4
. o fo M f2
A z ors q #5 #6 #7 #8
W s cosERsdeA £ #3 #14 #s5 #e
c oFF OFF oFF o #9 #10 #11 #12
Softwar_ version: V2.00.0100 b #17 “TB ”1? “ZU
Devi ek ArtNet-SPI-4 OFF oFF OFF o #13 #14 #15 #16
Producer: LTECH #ZW ”22 #23 #21‘
GI7 U7 G E #17 #18 #19 #20
#25 #26 #27 #28
o o ° #21 #22 #23 #24
#29 #30 #31 #32
o o o ‘ #25 #26 #27 #28
#33 #34 #35 #36
' ) ' #29 #30 #31 #32
e 38 39 #140
#33 #34 #35 #36
#41 #12 #43 #u4
Home page Test DMX address setting
Relationship Diagrams
Efficiencyvs Load Power Factor Characteristic
94 1.00
o = — w
0.97 ——
S /./
=
z / 0.94
uC) w
5 7 &
= 0.91
90
a9 0.88
—&— AC220V/60Hz —&—— AC220V/60Hz
—&—— AC240V/60Hz —8—— AC240V/60Hz
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50 60 70 80 90 100 50 60 70 80 90 100
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THD vs Load Over Load Diagram
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Flicker Test Table

IEEE 1789

Limit value of Modulation in Low Risk Areas

f < 8Hz 0.2
8Hz < f < 90Hz 0.025 x f
90Hz < f < 1250Hz 0.08 x f
f > 1250Hz Exemption assessment
Limit value of Modulation in No Effect Areas

f < 10Hz 0.1
10Hz < f < 90Hz 0.01 x f
90Hz < f < 3125Hz (0.08/2.5) x f

Exem

f > 3125Hz (High

ption assessment
frequency exemption)

Marks in the right chart are tested results of different current levels

The output frequency is OHz in 100% brightness and its corresponding

modulation is 0%, which could not be shown

in the right chart.

Packaging Specifications

Packaging Image

Inner Packaging Box

Model

Carton Dimensions

Quantity

Weight

Brightness
A 0.1%
+ 1%
A 5%
® 10%
® 0%

30%
® Lo%
* 50%
® 0%

70%
® 3o
® 90%
® 100%

LM-150-24-G4K3 DMX/RDM

DALI/PUSH

Exemption assessment
(High frequency exemption)

IEEE 1789 (A*A toL0%0 '*0)

100%
| i Risk
10%
=
=
S
T
S
R}
(=}
= |
- No Effect(green)
Low Risk(yellow)
0.1%
1 10 100 1000 3600Hz 10000

Frequency(Hz)

LM-150-24-G4K3

370x340x93mm|(LxWxH)

10 PCS/Layer; 2 Layers/Carton; 20 PCS/Carton

0.43 kg/PC; 9.4 kg/Carton

e

oty
v«.n["h‘:ﬂ o N4 o
By

L

Carton Packaging
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Transportation and Storage

1. Transportation

Products can be shipped via vehicles, boats and planes.

During transportation, products should be protected from rain and sun. Please avoid severe shock and vibration during the loading and unloading process.

2. Storage

The storage conditions should comply with the Class | Environmental Standards. The products that have been stored for more than six months are recommended to be re-inspected and can be used

only after they have been qualified.

Attentions

« Product installation and commissioning should be done by a qualified professional.

+ LTECH products are and not lightningproof non-waterproof (special models excepted). Please avoid the sun and rain. When installed outdoors, please ensure they are mounted in a water proof
enclosure or in an area equipped with lightning protection devices.

» Good heat dissipation will prolong the working life of products. Please ensure good ventilation.

« Please check if the working voltage used complies with the parameter requirements of products.

* The diameter of wire used must be able to load the light fixtures you connect and ensure the firm wiring.

« Before you power on products, please make sure all the wiring is correct in case of incorrect connection that causes damage to light fixtures.
If a fault occurs, please do not attempt to fix products by yourself. If you have any question, please contact your suppliers.

%k This manual is subject to changes without further notice. Product functions depend on the goods. Please feel free to contact our official distributors if you have any question.

Warranty Agreement

« Warranty periods from the date of delivery: 5 years.

« Free repair or replacement services for quality problems are provided within warranty periods.
Warranty exclusions below:

« Beyond warranty periods.

« Any artificial damage caused by high voltage, overload, or improper operations.
* Products with severe physical damage.

« Damage caused by natural disasters and force majeure.

« Warranty labels and barcodes have been damaged.

» No any contract signed by LTECH.

1. Repair or replacement provided is the only remedy for customers. LTECH is not liable for any incidental or consequential damage unless it is within the law.

2. LTECH has the right to amend or adjust the terms of this warranty.The warranty that issues in writting shall prevail.

ZHUHAI LTECH TECHNOLOGY CO., LTD.

Address: No. 183, Shui'an 1st Road, Xiangzhou District, 519060 Zhuhai City, PEOPLE'S REPUBLIC OF CHINA Website: www.ltech-led.com
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Update Log
Version Updated Time Update Content Updated by
AO 2021.08.05 Original version Liu Weili
A1 2022.01.24 Modify the wiring application diagram Liu Weili
A2 2022.02.28 Update output terminal wire diameter and stripping length Liu Weili
A3 2023.12.25 deated parameters andAsilk screen to the latest version, added corresponding certification Li Siyu
icons and updated attentions
A4 2024.06.03 Updated silk screen to the latest version and removed corresponding certification icons Li Siyu

A5 2025.07.31 Replace the logo; update the silk screen; add the company name, address, website, etc. Shaoyun He



N DMX/RDM
LT S (S HIFI0-24-GHS DALI/PUSH
LEDE BE 2 ¥ IXCH2S (EER)

HARUN, BEE; SRR E A 2PCIEMBVORRL el @
DMX

RBLELBZIRIT, AFRERE REFEATREKE

o YB%5BE0~100%, LEDMO.1%FFH4IE TARIA B

« {¢#E0: DMX512/RDM, DALI-2 DT8, Push I%Eﬁggééegéz&%u 0~100%3A3%
o ERMBEERIE: 3EI3%, PF>0.98. THD<6% Dlmmaltillﬁl P m
. BAMBEMEPRIES, HHIFE<0.5W 000 S —

- ESABREERT, ENReAE istssas

o BIEAEEBRER, BERPBESS ce RoHS SELV ErP @ @

)54

o FERR. B, IH. SERIP, TEHRE INEEHR R F R R SHTIX— RIEPAE RS, INERRATRENHE,

0.1%

o =1A50,000/\BYHIENE 55 65

o SEREH (RELARERD) R

g LM-150-24-G4K3
et 1B
YN DMX512/RDM, DALI-2DT8, Push (AJLLEFOEMEHIADALI-2 DT6)
FEAE | W R
B R IP20
BIGEER I ERTFER . I, NIZITH)
RHEBE 24Vdc
B BETE 24vdc + 0.5Vdc
B R Max. 6.25A (1.56Ax4CH)
BHINE Max. 150W
L e 0~150W
SRIRNES IR EA e E 125
JBXEE 0~100%, AFRE: Max. 0.1%
i H IR >102%
SUK 518 FFRECF<150mV, 1BE<300mV
PWMIAHSAE 3600Hz
BREEEE 200-280Vdc
B EEE 198-264Vac
BE BE 220-240Vac
SRR SEE 50/60Hz
EPNER <0.75A/230Vac
" ThERH PF>0.98/230Vac (i##)
BN SesgTro THD<6%@230Vac (B
BE(Typ.) 93%
REHINFE <0.5W
SRR 2 BB, 45A (1E50%Ipeak Filltwidth=840us)@230Vac
HURE L-N: 2KV
TRE Max. 0.5mA
TERE ta: -20 ~ 50°C tc: 85°C
TERE 20 ~ 95%RH, T4 %
g | WIERESRE -40 ~ 80°C/10~95%RH
BERE +0.03%/°C(0-50°C)
fiid R 10-500HZ, 2G 1253 ¥4//EHA, XY,Z8h& 7258
SRR RIEPCBIREBARE R (>110°C), BEEETEBRMERXA, AIBHME
(g SHRP B =>102%, XA, TERE
# PR AR ERENITREN, aTERNE
o ERP SHEBE>28Y, XAEH, ATEMRE
it E BWAXIHE®: 3750Vac
Bt HBAXEH . 100MQ/500VDC/25°C/T0%RH
. ccc FE GB19510.1, GB19510.14
’i;}”“ ERAE CE 4] EN61347-1, EN61347-2-13
s cce FE GB/T17743, GB17625.1
;ﬁz BHRE R CE S EN55015, EN61000-3-2, EN61000-3-3, EN61547
BRRBNINE EN61000-4-2,3,4,5,6,8,11, EN61547
SRIRMIAAR IEEE 1789
FmRg 430g+10g
Hity
amRS 352X43X30mm(LXWXH)

AAENJISAEZBIARMALEDITE (MLEDITR) . MREFABBRICRRANTE, KFENHENREREBRR, SBRMBLSPITIHEFT FIWRAAN) . FTREEXEABERICRTOITERE

B3 (AIMRLGKTHR. MBIBXT. MEENT. ERESRS) |, IMERSHEHER.



LISYS

R~TE

DMX/RDM
LM-150-24-G4K3

DALI/PUSH

B mm
| 352 |
I
| 312
- \
<
I wn
™
3 } 300
v T T T I —
NP,
EEN A E
DMX/RDM &A=
— LED-W
(] e g v
L (L Jas@# e R
DA/N }—n LED+
DA/L <L pusHw x 5
RGB XL PpusHRGB E GV:D:I:—I;]
1
2% 0.75-1.5°(20-16AWG) SSQ £%: 1.0-1.5°(22-16AWG)
FIZEKE: 8-9mm ) FIZLKE: 5-6mm
DMX+
| = 0~100%73A
I Bl RGBWYHIAT
DALI ZE#Z AR
=
T l ReEw
£ ¢ oomn ”£§ LED-G B
L o % oS LEDR
DAN |—n LED+
[ oaui -
DA/L <=L PusHw x
RGB [+%-L pustRreB E c:n:;n;J == E—
EEE 0~100%iE%
I Bl RGBWEHIAT
Push W/RGB &%
[
— LED-W RGBW
LED-B
N - g esomm 5 & Lol il
< wzoom o 21 LEDG i g
L a® e "9 R - -
N DA/N }—n LED+
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Push W/RGB
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RIS

BIREZ (FIMERR)

IEEE 1789 (A+A00 oxeo '*0)

IEEE 1789 = 100%

EXFXIE (Low Risk) B ENRE (Modulation) MRfE

A 5%
f < 8Hz 0.2 ’ 10%
8Hz < f < 90Hz 0.025 x f ® 0% |Hih Risk
90Hz < f < 1250Hz 0.08 X f 30% 10%
f > 1250Hz EIRER ® 40% S
* 50% =
FERBEXIFE (No Effect) BEENRE (Modulation) FRfE [ ] 60% S
o
e maw | 0% 3
o
f < 10Hz 0.1 : 80% S |
90%
10Hz < f < 90Hz 001 X f No Effect(green)
¢ 100% 1%
90Hz < f < 3125Hz (0.08/2.5) x f
f > 3125Hz SRER(EM#ASR)
Low Risk(yellow)
ABEIRRAREBRLRNIRE R, 0.1%
100%3% FE B 48 AR H0HZ, S REE TR E R0%, BAERERRE. 1 10 100 1000 3600Hz 10000
Frequency(Hz)
A=
BEIME
BS LM-150-24-G4K3
BEBRT 370X 340X 93mm(LXWXH)
HE 10 PCS/B; 2R2/#; 20 PCS/#a
8 0.43 kg/PC; 9.4 kg/fs
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pIHE: www.ltech.cn
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