
Dimming interface: DALI, DMX/RDM, PUSH DIM.

Leading edge phase-cut dimming output.

Max. current loaded: 5A. Bulb or triac dimming driver can be connected

Over load protection, recover automatically.

Full protective plastic housing.

DALI bus standard: IEC62386-101, 102, 207.

Suitable for indoor environments.

DALI/DMX  -  Phase-cut Dimming Module 

Main Characteristics 

Wiring Diagram
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Unit：mm

Dimensions

DALI Connection

DMX/RDM Connection

PUSH DIM Connection

 0-100% Dimming

 0-100% Dimming

PUSH DIM

Short press to on/off, long press to dim The dimming interface priority: First DALI, next DMX/RDM, last Push DIM. 

 0-100% dimming

DALI, DMX/RDM, PUSH DIM

100-240V~, 50/60Hz

Leading edge (triac) 

Incandescent lamp: 25-500W

High-voltage halogen lamp: 25-500W

Dimming LEDs: 6-300W

Input Voltage:   

Dimming Mode: 

Load Power:

Dimming Interface: 

Output: Max. 5A/100V~ ; Max. 2A/240V~

Shut down the output when current load≥102%,

auto recovers.

Over Load Protection:  

-30℃~55℃

L175×W44×H30(mm)

L178×W48×H33(mm)

140g

Working Temp.: 

Dimensions: 

Package Size: 

Weight (G.W.): 
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RDM Mode: DMX Address Setting：The dip switch 1-9 are OFF.

E.g.1: Set Initial Address To 32. E.g.2: Set Initial Address To 37.

DMX address value = the total value of (1-9), to get the place value when in “on” position, 
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Triac dimmer

Triac dimmer

Triac dimmer

Inrush Current in Loads: Max.120A

技术要求

尺寸：175x246mm

上版本处理意见

LT-834,301,A4

说明书

A4

A2 加拨码，改端子，改丝印

A3 添加负载浪涌电流Max.120A

A4 更新镭雕，增加RDM、DALI图标20250910 何少云

LT-834
DMX/RDM

DALI, PUSH DIM
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调光接口：DALI，DMX/RDM，PUSH DIM

前沿切相调光输出

最大可负载5A电流，可连接灯泡或者可控硅调光电源

过载保护，可自动恢复

全防护塑胶外壳

DALI总线标准 IEC62386-101,102,207

适合室内LED照明环境应用

www.ltech.cn

单位：mm

LT-834
DMX/RDM

DALI, PUSH DIM

工作电流： Max. 5A/100V~ ; Max. 2A/240V~

产品参数

调光方式：

输入电压：

调光接口：

100-240V ，50-60Hz~

DALI，DMX/RDM，PUSH DIM

负载电流≥102%，关闭输出，可自动恢复

产品尺寸： L175 W44 H30(mm)× ×

工作温度：

过载保护：

- 0 ~553 ℃ ℃TRAIC 前沿调光

尺寸图

连线图
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更新时间: 2025.09.10_A4

DALI/DMX - 切相调光 调光模块

1 2 3 4 5 6 7 8 9
ONDIP

OFF

ON

RDM模式: 

        DMX512起始地址码 = 编码开关1-9的位值总和, 将编码开关拨向下, 可获得该位的位值。

例1: 设置首地址为32。 例2: 设置首地址为37。

001+004+032=37

1 2 3 4 5 57 78 89 9
ON ONDIP

OFF

ON

OFF

ON

6 61 2 3 4
DIP

DMX模式地址设置: 

1-9拨码开关全部拨向上

PUSH DIM 连接方式

DALI连接方式

 

可控硅调光器

 

可控硅调光器

 

可控硅调光器

调光接口优先级为：首先DALI，然后DMX/RDM，最后PUSH DIM。 

DMX/RDM连接方式

DALI

 0-100%调光
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短按开关，长按调光

 0-100%调光

PUSH DIM
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DMX/RDM

 0-100%调光

负载浪涌电流： Max.120A

技术要求

尺寸：175x246mm

上版本处理意见

LT-834,301,A4

说明书

A4

A2 加拨码，改端子，改丝印

A3 添加负载浪涌电流Max.120A

A4 更新镭雕，增加RDM、DALI图标20250910 何少云

重量(毛重)： 140克可调光 ：LED 6W-300W

负载功率： 白炽灯或高压卤素灯：25W-500W 包装尺寸： L178 W48 H33(mm)× ×
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